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LIST OF MATERIALS
ITEM DESCRIPTION
BLACK QI L I G H T I N f BLACK gt L I G H T I N G Tosack @t S I G N A L f 1| SERVICE POLE 9.0 m MIN..CLASS 4 WODD, CONTRACTOR PROVIDED, NoDOT DWNED|
2 #35 mm® MIN, CABLE, 600 VOLT ¥
3 SERVICE ENTRANCE HEAD
" m m
vl D ISCONNEC T D ISCONNECT s D ISCONNECT <o e s pewies
5 RICID CONDUIT, 50 mm MIN. . WITH PREFORMED ELBOWS
BRIGHT RED mt 2 4 O VOLTS ER[GET BRIGHT RED mI 4 8 O VOLTS BR;SBT BRIGHT RED mI ) 4 O VOLTS BRFI{SBT [ LIGHTNING ARRESTER. VALVE TYPE. 2 POLE. 650 VOLT
7 | METER SOCKET, 200 AMP, FDR SIGNALS
(240 (450 [} VETER SUCKET, 200 AMP, FUR LIGHTING
LABEL DETAIL® VULT)® LABEL DETAIL® VULT)® LABEL DETAIL® 9 LOCKING, RAINTIGHT, NEMA 4 SERVICE DISCONNECT BOX
10 INSULATED. GRDUNDABLE NEUTRAL WIRE. 200 AMP MINIMUM
11 | SIGNAL BREAKERS, SINGLE POLE, 40A MIN. TYPE A OR B *
PEDESTAL OR NEW STATE-OWNED POLE TO BE 12 LIGHTING BREAKER. 2 POLE. 240 VOLT. 10QA. TYPE A OR B
SET WITHIN 0-6 m TO 1-2 m OF RIGHT-DF—WAY LINE. CLEVIS OR RACK T3 T amm VETAL CONGUIT
ALL SERVICE POWER SUPPLY ASSEMBLIES - 14 | #35 m MIN. GROUND WIRE
ARE TO BE LOCATED ON STATE PROPERTY. BROPBY BFEDYRT SERVACE s 15 | GROUND ROD, 19 mm x 2-4 m MIN-
RAW LINE & 16 | #10 mw MIN. CABLE, 600 VOLT *
PRIVATE PROPERTY }// 17 CLASS B CONCRETE, 0.67
SGE?RITPER?( - 0 — : 77777777 1: THREADED CONDUIT HUB WITH SEALING WASHERS
2| e LOCATION OF FACILITIES SHALL WEATHERPRODF ADHESIVE LABEL (LIGHTING). VINYL RAISED LETTERING
£l CovLy HITH UTIEITY COMPANY y (DR EOUIVALENT, SEE DETAIL)
el s CLEARANCE STANDARDS 20 WEATHERPRODF ADHESIVE LABEL (SIGNALS). VINYL RAISED LETTERING
) . (OR EQUIVALENT. SEE DETAIL)
— ')l //«\\ ) 3 21 W50 x 14 DR W150 x 22 CALVANIZED POST
7 ES
wu‘of(fg o% < 22| #35 m MIN. CABLE, 600 VOLT
N - 23 | RIGID CONDUIT. 50 mm MINIMUM
w X
S
a RISER_OR OTHER///7£\ MoDDT * | SeE AN
= UTILITY CO- HARDWARE y
= HARDWARE “
< 50 _mm MIN. & NOTES
CLEARANCE 5
CONDUTT s @ SERVICE POLE SHALL BE GUYED WHEN SPAN OF OVERHEAD SERVICE WIRE
CLAMP 3 EXCEEDS 15.2
SECTION A-A £ INCREASE 0-3 m FOR EACH 1.5 m ABOVE 9.0 m.
- @
TOP VIEW [5,EE"SE-L0% s ACGEsS, TR, - (C)  SERVICE DISCONNECT BOXES AND METER BOXES SHALL BE ALUMINUM DR STAINLESS
PONER SUPPL L STEEL. AL HARDWARE. HINGES. CATCHES. ETC. SHALL BE STAINLESS STEEL.
LR ENG oA E[ND MREET oav) METER SOCKET FOR SIGNALS OR LIGHTING AND GTHER EGUIPMENT AND MATER[ALS
SHALL BE U.L. APPROVED, AND CONFORM TO THE REQUIREMENTS DF THE UTILITY
N COMPANY OR MUNICIPALLTY PROVIDING POWER.
3
@) = SCHEMATIC DIAGRAM SHALL BE MOUNTED ON INSIDE OF CABINET DOOR.
E
00, < UTILITY COMPANY SHALL DECIDE IF LIGHTNING ARRESTERS ARE TQ BE CONNECTED
= ON THE LUAD OR LINE SIDE OF THE METER THE UTILITY COMPANY SHALL ALSO
// DECIDE 1F THE LIGHTNING ARRESTER TERMINATED IN THE METER OR DISCONNECT
a CRBINET. TR TERMINATED TN THE DISCONNELT CABINET. [T SHALL Bt TNSTALLED
ON THE DISCONNECT CABINET.
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GHTING SYSTEM VOLTAGE DF 240 VOLTS OR 480 VOLTS AS SHOWN ON THE PLANS.

BREAKERS SHALL CONFORM TD SEC. 901.4 OF THE STANDARD SPECIFICATIONS

[F SUBSURFACE CONDITIONS EXIST WHICH PROHIBIT THE PLACEMENT OF THE
GROUND ROD_IN A VERTICAL POSITION, THE ROD MAY BE DRIVEN AT AN OBLIQUE

ANGLE NOT TO EXCEED 45 DEGREES FROM VERTICAL OR BURIED IN A TRENCH AT
LEAST 750 mm DEEP. CONNECTION TD GROUND ROD SHALL BE CADWELDED

GENERAL

NDTES:

ALL DIMENSIONS SHOWN ARE IN mm UNLESS OTHERWISE NOTED

FOR CABI

THE Paw
THE CON

THE UTI
WILL BE

WHERE S

ALL OPE|
LIFETIM

ALL MATI
POVER S|
BID PRI

LE TYPES AND INSTALLATION, SEE STANDARD SPECIFICATIONS.

ER SUPPLY ASSEMBLY TYPE IS SHOWN ON THE PLANS OR 1S DESIGNATED IN
TRACT .

L1TY COMPANY SHALL BE NOTIFIED IN WRITING 30 DAYS PRIGR TO DATE SERVICE
REQUIRED:

IGNAL OR LIGHTING POWER ONLY IS DESIGNATED. OMIT ITEMS NOT REQUIRED

NINGS IN ANY SERVICE BOX OR METER BOX SHALL BE COVERED AND SEALED WITH
E SILICONE CAULK.

ERJALS REQUIRED AS SHOWN ON DRAWING. INCLUDING CABLE AND CONDUIT FROM
UPPLY ASSEMBLY TO UTILITY COMPANY FACILITIES, SHALL BE INCLUDED IN UNIT
CE FOR PDWER SUPPLY ASSEMBLY.

MISSOURI HIGHWAYS AND TRANSPORTATION
COMMISSION

HIGHWAY LIGHTING
POWER SUPPLY ASSEMBLY

SECONDARY SERVICE

DATE:=

EFFECTIVE: 04-01-2002 M301.80D




